PREVIOUS

TURN DIRECTION

NOMINAL

NOMINAL

ENGINE | MULTI-TURN | MH-2000 /N | # TURNS | (IDLETOFULL | IDLE wor OUTPUT :‘F"‘"R:E?I;
PIN THROTTLE) (% VREF) | (% VREF)

Cummins | 310714-001 | 317901-10C5-61 | 2 _w 10% 75% Single Analog | 318307-10020W1 (€)
310714-001 | 317901100564 | 2 oW 10% 90% Single Analag | 318307-10020W1 (C)
310714-004 2 ow 10% 75% et Aqalos | S1E0BIC0RCEY
310714-004 | 317902-10C5-64| 2 ccw 10% 90% 318308-1002C0MA (€)
IN440 317902-10C1-01 2 oW 10% 75% Singlew/IVS | :Ean (B)
nfa 31730110C0-00| 2 W " Idle #122% | WOT #184% | Dual Analog | nfa
L cow Idle #2 11% | WOT #242% nia
n/a 31790210C0-00, 2 | ldle #122% | WOT #184% | Dual Analog | n/a

| Idle #2 11% | WOT #2 42% | nia

Model: (1) 8VOC Input (2) 24VDC Max Input (3) S30E (4) T444E (5) DT466E
Pulse Width Modulation

PWM =

Connectars: () 3-Fin Round Beutsch, (8) 6-Pin Deutsch, {C} 3-Pin Watherpack

MH-2000 utilizes a hall effect sensor; therefore, resistance is N/A.



